DL6940 Demo Software User's Guidev1.4
11. Parameter interface operation


11.1 Open COM Port


11.2 Parameter Setting:


42. Active mode opration（COM IS OPEN）


63. The Necessary Knowledge


63.1 EPCC1G2 tag memory


63.2 18000-6B tag


63.3 Data display (tag ID, passwords, memory data is display in 16 hexadecimal)


74. EPCC1-G2 Test opration（COM IS OPEN）


74.1 Query Tag EPC(The operation needing to choose the tag all need to query tag first)


74.2 Query Tag TID


74.3 Read Data, Write Data, Block Erase


104.4Revise the password


114.5 Write EPC (Needn’t query tag)


114.6 Set the state of read and write protection


124.7 Read Protection


134.8 EAS Alarm


144.9 Lock Block for User (Permanently Lock) (After the data locked, it can not be changed again)


144.10 Kill Tag（Permanently Kill）


144.11 Mask conditions


165. 18000-6B Test Interface Operation (After Open COM Port)


165.1 Query Tag


185.2 Read and Write Data Block / Permanently Write Protect Block of Byte


196. Frequency Analysis Operation (After Open COM Port)


197. Config TCPIP





1. Parameter interface operation
1.1 Open COM Port
Before open com port, please make controller properly connected with the host using the communication cable provided and then turn on the power.
（1）Auto Open Comport:
Value 255(0xFF) is broadcasting address. All controllers will respond the order with a broadcasting address.

Other value (0x00~0xFE) is controller address. Only will the controller conforming to the address respond the operation.
Click [image: image1.png]COM Port:| AUTO =]
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，If reader connect the computer's COM1 ~ COM9, we can see the port display in the place. the demonstration software to [image: image2.png]Bauc

576000ps




by connecting the port and written communication, the connection to the port to have a beginning, such as ：
[image: image3.png]Opened COM Port
Com
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（2）Open Designated Comport:
Click [image: image5.png]COM Port:| COM1 7]
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,the Baud will Auto Select From 115200bps, 57600bps, 38400bps,19200bps，9600bps,if success
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1.2 Parameter Setting:
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（1）[image: image9.png]dress(HEX:[00



 the new reader address to set. This address can't be 0xFF. If set 0xFF, reader will return error information.
（2）[image: image10.png]Pawer.



set and save power configuration.
（3）[image: image11.png]FreqBaud
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select the reader’s band, different band, the frequency is different.
（4）[image: image12.png]3026 MHz ~




 [image: image13.png]3026 MHz ~
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 Set reader working Min Frequency and Max Frequency. In different places, the radio requires the rule to be different. Users can follow the local situation and choose to read more sensitive frequency range of the card. In single frequency point operation, only need to set two frequencies to the same value. In frequency hopping operation, only need to set two frequencies to the different value.
（5）[image: image14.png]Baud:

57600005 <



 demo software start run, default use the baud rate 57600 to open COM port, reader power on, reader baud rate default is 57600. After change the baud rate, reader use the new baud rate until power off. Close port and open port, the baud rate no change. The demo software will use the new baud rate, until close the demo software. 
（6）[image: image15.png]Max InvertopScaTine::  [10100ms <



 set the inventory scan max response time of reader. If demo software sends the inventory order, it will wait 30*10ms for reader response and exits.
（7）GPIO Operation
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Select need pins，click [image: image17.png]


，Can control the output state pins，Click [image: image18.png]


，can get output state pins.
（8）[image: image19.png]“Antenna configuration
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，Select antenna 4，click [image: image20.png]


，At this time, antenna 4 in working status, can also select multiple antenna working together.
（9）[image: image21.png]Relay control
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，select release time
[image: image22.png]E
v




，click [image: image23.png]


can set release time.
（10）[image: image24.png]Real Time Clock Setting
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，select [image: image25.png](% Query Clock



click [image: image26.png]Go



，can get real

Clock time [image: image27.png]o1t oz i Ji7 fee e



，if clock time is error，can select [image: image28.png]@ Set Tlock



，input right time [image: image29.png]Tear Month Day Hour Min Sec
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，click[image: image30.png]Go



，Can complete on time of adjustment.
（11）[image: image31.png]‘Set Notification Pulse Output
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，select output port，click [image: image32.png]


，Can install require notification output port.
（12）[image: image33.png]Beep Operation
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，Choose buzzer switch state, click Settings button to complete the operation, buzzer open open, when reading or writing to label operation is successful have prompt.
2. Active mode opration（COM IS OPEN）
（1）[image: image34.png]EAS Sensitivity
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，select relay action，accuracy[image: image35.png]


，click [image: image36.png]


，if successed ,can see [image: image37.png]20:09:27 “Set” : successfully



.
（2）[image: image38.png]Mask Setting
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，choose mask area,for example choose EPC，mask start bit address: [image: image39.png]0020



，mask bit length[image: image40.png]f30



，mask data [image: image41.png][123486



，if successed,can see[image: image42.png]20:09:27 “Set” : successfully




（3）
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，choose query tag type[image: image44.png](v EPCC1-G2



or[image: image45.png](= 11800068



，only choose[image: image46.png](v EPCC1-G2



，you can choose query action，[image: image47.png]& Query G2 Tag



or[image: image48.png]& Detect EAS before query G2 tag



or[image: image49.png](+ Detect EAS



or [image: image50.png] Query G2 Tags TID.



or [image: image51.png](™ Detect EAS before query G2 tag's TID



，if successed,can see
[image: image52.png]20:09:27 “Set” : successfully



.
（4）[image: image53.png]Pulse interval:

I



，choose pulse time[image: image54.png][ioms =]




，click[image: image55.png]


，if successed,can see[image: image56.png]20:09:27 “Set” : successfully



.
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，reponse pause time effective，if successed,can see[image: image59.png]20:09:27 “Set” : successfully



.（only choose [image: image60.png]RepCondition: |0 i~



，can get Reader storage blocks Tag information.
（6） [image: image61.png]‘Set Trgger-Time—————————————————
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，select trigger time [image: image62.png]


,click [image: image63.png]


,if success,can see 

[image: image64.png]P0°09:38 “Set” © successfully




（7）[image: image65.png]]
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，input start address and read word number. click [image: image66.png]


,if success,can see

[image: image67.png]P0°09:38 “Set” © successfully



.
（8）[image: image68.png]“work Mode
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，（only choose answer mode ，can operate other page）click [image: image69.png]


 if successed,can see [image: image70.png]20:09:27 “Set” : successfully



. 

（9）[image: image71.png]Gt System Parameter



，click button，if successed,can see above six parameter。 
（10）Only set command notify can do following operation 
[image: image72.png]



,click[image: image73.png]Gt Tag Bulfer Info



，if get tag information，can see：
[image: image74.png]NO. | EPC First read tag time Last read tag time ANT__ | Times
1 002 20110212 10:40:21 20110212 10:40:27 1000 118
2 DATDECDD 20110212 10:40:22 20110212 10:40:27 1000 11





click[image: image75.png]Clear Tag Bulfer



，then will clear reader storge blocks tag information.
（11）Only set not command notify could get data,click[image: image76.png]


，if get tag information

show: 
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，click[image: image78.png]Stop.



will stop data getting。
3. The Necessary Knowledge
3.1 EPCC1G2 tag memory
Tag memory divided into four storage areas, each storage area can be made up of one or more memory words. The four storage areas:

EPC areas (EPC): Store the area of EPC number, this module stipulates it can store 15 word EPC number. Can read and can write. 

TID areas (TID): Store ID number established by the tag production firm. There are 4 words and 8 words two kinds of ID numbers at present.  Can read and not can write. 

User areas (User): This area of different manufacturers is different. There is no user area in G2 tag of Inpinj Company. There are 28 words in Philips Company. Can read and can write. 

Password areas (Password): The first two words is kill password, the last two words is access password. Can read and can write. 

Can write protect in four storage areas. It means this area is never writeable or not writeable under the non-safe state; only password area can set unreadable. 
3.2 18000-6B tag
6B tag has a memory space, the minimum 8 bytes (byte 0- 7) is UID of the tag, and can't be rewritten. Following byte all can be rewritten, can be locked too, but once locking, can't rewrite again, can't unblock either.
3.3 Data display (tag ID, passwords, memory data is display in 16 hexadecimal)
[image: image79.png]Wite Data (Hex):  [1122334455667788




Display in Hex, then 11 is first byte, 22 is second byte, and 1122 is first word. 

[image: image80.png][1122338455667788



 Total 8 bytes, in other words, total 4 words.
4. EPCC1-G2 Test opration（COM IS OPEN）
4.1 Query Tag EPC(The operation needing to choose the tag all need to query tag first) 
（1）[image: image81.png]Read Interva: [S0ms



 Every 50ms issued a command checks.
（2）[image: image82.png]Query Tag
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4.2 Query Tag TID
（1）Select[image: image84.png]v iDi




（2）Input query tag TID conditions[image: image85.png]“Query TID Parameter ——
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（3）[image: image86.png]Query Tag




can see
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4.3 Read Data, Write Data, Block Erase
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(1)  Read data operation

<1> Choose tag  [image: image89.png]DATDEQDD




<2> Choose memory [image: image90.png]C PasswordC EPC O TID & e




<3> Write[image: image91.png]Address of Tag DataWord/Hex: [00
Length of Dta(Read/Block Erase: [+

Password(Flead/Block Erase] oo
(0-120AWard/D): [oo000000





Start address: 0x00 stand in start to read data from first word in the designated storage area, 0x01 stand in start to read data from second word in the designated storage area, and so on.                                                                                                                                                                                                                                                                                                          
Read the length: Number of the word to be read. It read 120 words at most. Can not set 0 or 120, otherwise, return the parameter error information.
Access password: From left to right it is the former high-word, low word in the access password. If operation don’t need access password, it can be the arbitrary value, but can't lack. 
<4> Click[image: image92.png]


can see [image: image93.png]12:01:49 “Read” : successfully




[image: image94.png][0000000000000000
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(2)  Write data operation

<1> Choose tag  [image: image95.png]DATDEQDD




<2> Choose memory [image: image96.png]C PasswordC EPC O TID & e




<3> Write[image: image97.png]Address of Tag DataWord/Hex: [00
Length of Dta(Read/Block Erase: [+

Password(Flead/Block Erase] oo
(0-120AWard/D): [oo000000




（EPC memory Address of tag is 2）
[image: image98.png]Wiite Data (Hex}  [IEED




Start address: 0x00, the first word of data (from left) is written in address 0x00 of the designated storage area, and so on. 

<4> Click[image: image99.png]i |




can see

[image: image100.png]17:35:06"frite Command Response
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Note: write data can be used to change the EPC number (the method is as follows) 
 <1> Choose tag  [image: image101.png]DATDEQDD




<2> Choose memory [image: image102.png]C Passwad G EPE O TD  C User




,and

select[image: image103.png]G {Compute and add FL




<3> Write[image: image104.png]Address of Tag DatalWord/Hex}  [02
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（EPC memory Address of tag is 2）
[image: image105.png]Wiits Data (Hex} [DA7DE0OT]




<4> Click[image: image106.png]i |




can see
[image: image107.png][20:41:49 “Hrite"Conmand Response=0x00 (completely write Data successfully)




     Then query tag EPC,can see
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(3)  Block Erase Operation (write 0 to the designated data )

<1> Choose tag  [image: image109.png]DATDEQDD




<2> Choose memory [image: image110.png]C PasswordC EPC O TID & e




<3> Write[image: image111.png]Address of Tag DataWord/Hex: [00
Length of Dta(Read/Block Erase: [+

Password(Flead/Block Erase] oo
(0-120AWard/D): [oo000000





Start address: 0x00 stand in start to erase data from first word in the designated storage area, 0x01 stand in start to erase data from second word in the designated storage area, and so on. 

The difference from write operation: Needn't fill in the data. 
<4> Click[image: image112.png]Block Erase



can see

[image: image113.png]14:51:32 “Block Erase'Command Response=0x00 (Block Erase successfully)




(4)  Write block operation

<1> Choose tag  [image: image114.png]DATDEQDD




<2> Choose memory [image: image115.png]C PasswordC EPC O TID & e




<3> Write[image: image116.png]Address of Tag DataWord/Hex: [00
Length of Dta(Read/Block Erase: [+

Password(Flead/Block Erase] oo
(0-120AWard/D): [oo000000




（EPC memory Address of tag is 2）
[image: image117.png]Wiite Data (Hex}  [IEED




Start address: 0x00, the first word of data (from left) is written in address 0x00 of the designated storage area, and so on. 

<4> Click[image: image118.png]Block Wit



can see

[image: image119.png]11:54:06 “WriteBlock” Command Response=0x00 (completely write Block successfully)




4.4Revise the password
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(1)  Choose tag[image: image121.png]DATDEODD




(2)  Choose memory [image: image122.png]@ Password C EPC  C TD C User




(3)  Write access password[image: image123.png]Password(Read/Block Erase)
(0-120/word/D1: 00000000




Access password: From left to right it is the former high-word, low word in the access password. If operation don’t need access password, it can be the arbitrary value, but can't lack. 
(4)   Revise the access password 12345678: Write
[image: image124.png]bddhess of Tag Datafword/Hex): [02




[image: image125.png]Wite Data (Hex): [12345678



Click[image: image126.png]



(5) Revise the kill password 12345678: Write 
[image: image127.png]Address of Tag DataWord/Hexl: [0




[image: image128.png]Wite Data (Hex): [12345678



 Click [image: image129.png]



(6)  If succeed, we can see

[image: image130.png]14:50: 44 Hri te"Conmand Response=0x00 (conpletely write Data successfully)





4.5 Write EPC (Needn’t query tag)

[image: image131.png]‘Wite EPC{Fandom write one tag in the antennal
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(1)  Write access password (If EPC area of the tag has not set password protection, we can write 8 data arbitrarily) 
(2)  Write EPC.
(3)  Click [image: image132.png]Wite EPC



. (Random write one tag in the effective range of antenna)
When there are many or EPC pieces of tag in the effective range of antenna, and the access password of one tag is the same as you entered, or EPC area of tag set no password protection, click [image: image133.png]Wite EPC



 at a time, random write EPC number of one tag in the effective range of antenna.

4.6 Set the state of read and write protection
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(1)  Choose tag  [image: image135.png]DA7DE0DD





(2)  Choose memory[image: image136.png]€ Password @ EPCC TID C User




(3)  Choose protection type
[image: image137.png]Lock of EPC TID and User Bank-
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(4)  Write access password:
[image: image138.png]Access Password [9H

[Tt



Any storage area in no password protection status still must write the correct access password.(password can not be zero).

4.7 Read Protection
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(1)  Set Single Tag Read Protection
<1> Choose tag [image: image140.png]DA7DE0DD





<2> Write tag access password [image: image141.png]scoess Password [11711111
8 Hexl




<3> Click [image: image142.png]Set Pivacy By EPC




According to EPC number of the tag, setting read protection, make tag unable to be read and written by any order, even if query the tag, it is unable to get EPC number of the tag. Only NXP UCODE EPC G2X tags valid.
(2)  Set Single Tag Read Protection without EPC
<1> Write tag access password [image: image143.png]scoess Password [11711111
8 Hexl




<2> Click [image: image144.png]Set Pivacy Wikout EPC



can set tag read protection in the effective range of antenna
The difference from [image: image145.png]Set Pivacy By EPC



: When there are several tag in the effective range of antenna, reader don’t know the tag which the order operate. 
If operate several tags, then the access password of the tag had better be the same. Only NXP UCODE EPC G2X tags valid.
(3)  Reset Single Tag Read Protection without EPC 

<1> Write access password[image: image146.png]scoess Password [11711111
8 Hexl




<2> Click[image: image147.png]Reset Piivacy




Use for reset the tag read protection.

Only put a tag in the effective range of antenna. Only NXP UCODE EPC G2X tags valid.
Comments: If tag does not support the read protection setting, it must be unprotected.

(4)  Detect Single Tag Read Protection without EPC 

<1> Click[image: image148.png]Check Privacy




Can't detect tag whether it support read protection order, can only detect single tag whether it is protected. If tag does not support the read protection setting, it must be unprotected.
Make sure that there is single tag in the effective range of antenna. Only NXP UCODE EPC G2X tags valid.
4.8 EAS Alarm
[image: image149.png]EAS Alarm
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(1)  Alarm setting

<1> Choose tag  [image: image150.png]DATDEQDD




<2> Write access password [image: image151.png]Access Password
o (R




<3> Choose alarm[image: image152.png]€ Alam
& NoAlsm




Set or reset the EAS status bit of tag. Only NXP UCODE EPC G2X tags valid.
(2)  Check alarm without EPC and access password
<1> Click check alarm[image: image153.png]i )
L





Check the EAS alarm of tag. Only NXP UCODE EPC G2X tags valid.
<2> EAS alarm: 
[image: image154.png]09:58:59 “EAS Alarm"Command Response=0x00 (EAS alarm detected)




[image: image155.png]®
Creck Ao




No EAS alarm: 
[image: image156.png]1507 :29Conmand Responss=0xFB (No Tag Operable)




4.9 Lock Block for User (Permanently Lock) (After the data locked, it can not be changed again)

[image: image157.png]Lock Block for User (Permanently Lock]
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(1)  Choose tag  [image: image158.png][AE534012560404E0




(2)  Write[image: image159.png]Address of Tag Data
pYary 0 and 1




Access password can not be the whole 0. Otherwise, the tag can not be locked, and the tag return response with parameter error.

(3)  Choose address of tag data (word). The user’s area amounts to 14 word. (0- 13) 

Lock permanently in 2 words. Therefore, the address of tag data is divided into 0 and 1, 2 and 3, 4 and 5, 6 and 7, 8 and 9, 10 and 11, 12 and 13. You can lock the data if you wish:

[image: image160.png]Address of Tag Data
fddres [Dand 1




After the data get locked, it can be read only, can't be rewritten, and can’t be erased too. Only NXP UCODE EPC G2X tags valid.
4.10 Kill Tag（Permanently Kill）
[image: image161.png]Kill Tag
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(1)  Choose tag  [image: image162.png][AE534012560404E0




(2)  Write [image: image163.png]Kill Password
¥l G|




Kill password can not be the whole 0. Otherwise, the tag can not be killed, and the tag return response with parameter error.
4.11 Mask conditions
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（1）check enable
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Only check enable can do mask operation。

For example, EPC mask：

Choose EPC area：[image: image166.png]+ EPC




[image: image167.png]Mask Start Bit Adcress(Hexls| 1020




[image: image168.png]Mask Bit Length{Hexl:| 0%




[image: image169.png]Mask DatalHex D4




Only the first byte of tag’s EPC is DA could response.

For example, TID mask：
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Can see TID
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<Mask condition>
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For example change EPC :

<2> select
[image: image173.png]C Passwod G EPE O TD O User




and [image: image174.png]W Compute and add PC: [1000
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（EPC memory Address of tag Is 2）
[image: image176.png]Wiits Data (Hex} [DA7DE0OT]




<4> Click[image: image177.png]i |




can see
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     Then query tag EPC,can see
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5. 18000-6B Test Interface Operation (After Open COM Port)
5.1 Query Tag
(1)  [image: image180.png]Readlrtevak  [Sms 7]



 send a inventory command every 50ms.
(2)  [image: image181.png]& Query by one
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Only query the single tag. If many tags are in the effective range of antenna at the same time, it may be unable to query the tag. 
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(3)  [image: image183.png]Qe by Condiion




<1> Unequal Condition: 
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Note: 

The 8 bytes of 6B tag number write in the 0~7 which in the address of tag data (0- 233) 

Figure, query condition begin to compare from the tag data address 0.  The comparative content is 22. 
Click
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See
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Figure, from the tag number we can see the addresses 0 of tag data: 00, 00, 11, 11. 

Unequal condition 22, therefore, the four tags are read. 
<2> Equal Condition:
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Note: 
The 8 bytes of 6B tag number write in the 0~7 which in the address of tag data (0- 233) 

Figure, query condition begin to compare from the tag data address 0. The comparative content is 00. 
Click 
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See
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Figure, from the tag number we can see the addresses 0 of tag data: 00, 00.

Equal condition 00, therefore, the two tags are read. 
<3> Greater than
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Note:

The 8 bytes of 6B tag number write in the 0~7 which in the address of tag data (0- 233) 

Figure, query condition begin to compare from the tag data address 0. The comparative content is 00. 
Click 
[image: image191.png]" Query by one.
Qe by Condiion

@ ey by Conditior;




See
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Figure, from the tag number we can see the addresses 0 of tag data: 11, 11.

Great than 00, therefore, the two tags are read. 
5.2 Read and Write Data Block / Permanently Write Protect Block of Byte
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(1)  [image: image194.png][E0D40000EE 77202





(2)  Read data:
[image: image195.png]Stat/Protect Address Length of Data:
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Start address: 0x00 stand in start to read data from first word in the designated storage area, 0x01 stand in start to read data from second word in the designated storage area, and so on. Range is 8~223. Beyond this range, reader will return parameter error. 
Read length: pointed to the number of bytes to read. Range is 1~32. If Start address + Read length greater than 224, or Read length greater than 32 or is zero, reader will return parameter error information. The high bytes of Read length write in the low address in tag.
 (3)  Write data:
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Write data: Range is 1~32. If Start address + Write length greater than 224, or Write length greater than 32 or is zero, reader will return parameter error information. The high bytes of Read length write in the low address in tag.
(4)  Permanently Write Protect: lock the designated byte.
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(5)  Check Protect: check whether the designated byte is locked.
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(6)  If succeed, we can see: 
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[image: image201.png]154436 ri te"successfully
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6. Frequency Analysis Operation (After Open COM Port)
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  Click[image: image205.png]Start



,can see
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The larger of the percentage ,the better of the results.
7. Config TCPIP

1.Select[image: image207.png]Operation



，click[image: image208.png]Operation ool




Search.

If device connected.
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Select the device
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   2.Select[image: image211.png]ool Languag




,default user name and password are admin.
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Login.
（1）Select[image: image213.png]Seriall Settings



，default:
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Finished click[image: image215.png]


.
（2）Select[image: image216.png]Connectionl



,set TCP.
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Finished click [image: image218.png]
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（3）Select[image: image219.png] Network



set device IP.
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Finished click [image: image221.png]


.
（4）The end select[image: image222.png]| 2ooiy/restart
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，Restart your device.
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